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 Introduction
More and more prosthetic patches have 
been used in hernia repair, especially 
textile based polypropylene meshes. But 
there is still not enough systematic study 
of textile based hernia repair meshes. 
Substantial evidence has shown that the 
post-operative complications of hernia 
repair using meshes including seroma, 
discomfort, and even chronic pain and re-
currences are related to the textile struc-
ture and physico-mechanical properties 
of the meshes used [1-4].

Olivier Lefranc et al. [3] pointed out that 
mesh porosity, surface properties, bio-
mechanics and stability are the key pa-
rameters for the success of hernia repair. 
And many researchers have shown that 
meshes with macroporosity above 1 mm 
displayed better repair performance, 
with fewer fibrous capsules as well as 
less shrinkage and discomfort [2, 5, 6]. 
The mechanical properties of commer-
cially used meshes were investigated, 
including anisotropy, non-linearity and 
hysteresis [7, 8] in the uniaxial and biax-
ial directions of meshes with and without 
an adhesion barrier layer/coating, it was 
found that due to the different mesh types 

and their orientations, significant differ-
ences exist among them, with the mesh 
direction being very critical for the suc-
cess of hernia repair. Moreover the prop-
erties of meshes should be matched with 
each patient perfectly. The stiffness and 
permanent deformation of Prolene mesh 
were also studied [9], which was mainly 
about the long term mesh performance, 
the anisotropy of meshes and their place-
ment in surgery.

Recently some researchers have paid 
attention to mesh structures, especial-
ly their textile parameters [3, 10-12]. 
Jiang GM et al. [10] studied one kind of 
mesh with an atlas structure,and pointed 
out that a mesh with 18 to 20 courses 
per centimeter had the best mechanical 
properties. He also investigated the op-
timal heat-setting parameters of this kind 
of mesh. Zhu LM et al. [11] pointed out 
that large-pore meshes manufactured 
with monofilament had better properties. 
They also compared several kinds of tex-
tile structures: weft knitted, warp knitted, 
nonwoven and woven fabrics. It turns out 
that most textile mesh implants are warp 
knitted due to its stability when trimmed 
and keeping elasticity under load. How-
ever, there are insufficient systematic 
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studies on the relationship between their 
textile structure and performance.

Within the perspective of textile technol-
ogy, raw materials, structural parameters 
and finishing techniques are key factors 
for the physico-mechanical properties and 
biological properties of meshes [13-15]. 
Mesh structure and physico-mechanical 
performance are very important during 
the application of a hernia patch, which 
is not only to meet the requirements of 
the application of tissue engineering, 
but also be suitable for a clinical doc-
tor’s convenience of operation. Howev-
er, these basic problems of research on 

the structure and physico-mechanical 
properties of a hernia patch have not yet 
been studied deeply. Scientific research 
has important academic significance and 
application value in exploring the rela-
tionship between the structure and per-
formance of a hernia patch, and clear the 
mechanism of hernia patch structure-per-
formance for clinical application evalu-
ation. In this study, we aimed to explore 
the relationship between textile structural 
parameters of warp knitted macro porous 
meshes and their physico-mechanical 
properties. Especially meshes with large 
pores and different pore shape, with or 
without inlays, their physical charac-

terisation, uniaxial tensile strength, tear 
resistance, ball burst strength and suture 
retention strength were analysed.

 Materials and method
Materials
Medical grade polypropylene monofil-
aments were supplied by the Shandong 
Xinhua Medical Device Co., LTD, Chi-
na. According to the monofilament infor-
mation they provided to us, PP monofila-
ment was 0.1527 mm in diameter, and its 
linear density was 161 dtex. Its breaking 
strength was about 5.36 cN∙dtex-1, and its 
elongation at break was about 31%.

Figure 1. Photos of each mesh investigated in this research: (H) hexagon, (D) diamond, (R) round, (P) pentagon, (HL) hexagon with laying 
in, (DL) diamond with laying in. Notes: Scale bar 2 mm.

Figure 2. Heating apparatus used in this study.
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2.3.   Physical characterization testing 

The weight per unit area of each mesh was described as gram per square meter (GSM), using a 

FA2004A electronic balance (BS124S, Germany). Each sample was cut into 100mm×100mm, 10 

samples for each mesh (n= 10). Results were reported as mean ± standard error of the mean 

(SEM). 

The thickness of each mesh was measured using YG141N digital fabric thickness tester 

(Nantong Hongda Experiment Instrument Co., LTD, China) under standard atmosphere (20 ±2℃;

65 ±2% humidity). Each mesh was tested 10 times at different points on the fabric and reported as 

mean ± SEM. 

Six different prototype meshes were photoed by a stereoscopic microscope (CH-2 NIKON, 

ECLIPSE E200, Japan) (Fig. 1). Then Image J software was utilized to calculate the porosity of 

each mesh. And the pore size of each sample was measured via a vernier caliper. 

In this research, the longitudinal direction is the orientation paralleled to the leg of the warp 
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Preparation of prototype meshes
Six different prototype meshes (Fig-
ure 1) were fabricated on a raschel ma-
chine, RS4EL (Runyuan Medical Sup-
plies Technology Co., LTD, Changzhou, 
Jiangsu, China), gauge E12 with an 
electronic guide bar control system. All 
of these meshes were knitted with the 
same walewise and coursewise density: 
10 courses per centimeter, and 10 wales 
per centimeter. 

As shown in Figure 1, meshes H (hexag-
onal mesh), D (diamond mesh), R (round 
mesh) and P (pentagonal mesh) were 
fabricated on a warp knitted machine 
using two partly-threaded guide bars, 
while meshes HL (hexagonal with in-
lay mesh) and DL (diamond with inlay 
mesh) were made by adding a third part-
ly-threaded inlay guide bar in the basal 
structure of mesh H and D, respective-
ly. Table 1 shows the parameters of the 
knitting process and knitting schemes of 
these six kinds of meshes. As we can see 
from Table 1, meshes H, D and P all pos-
sess both open and closed loops in their 
structures, while mesh R only has closed 
loops. The ratio of the open loop number 
to closed loop number in a repetition of 
weave of these four kinds of meshes was 
calculated. It turns out that mesh D pos-
sesses the highest ratio (1:2), followed by 
mesh H (1:3), while the ratio of the open 
to closed loop number of mesh P is 1:5. 
Due to the different distribution of open 
and closed loop underlap, they will dis-
play diverse characteristics.

The properties of meshes are not steady 
when off the loom, for instance, the den-
sity and flexural rigidity, and therefore 
they cannot be used in surgery imme-
diately; thus heat-setting is necessary. 
In this research, six prototype meshes 
were heat-set at 130 °C for 10 minutes, 
according to our previous research [16]. 
The heat-setting machine used in this 
study was a TOOTEN small fabric sten-
ter setting machine (Shanghai Tangyin 
Garment Machinery Factory). The mesh-
es were fed in the machine after the tem-
perature was steady, namely 130 ± 2 °C. 
After 10 minutes, the mesh was outputed 
on the other side and cooled down for the 
next process. Figure 2 is the heating ap-
paratus used in this study.

Physical characterisation testing
The weight per unit area of each mesh 
was described in grams per square me-
ter (GSM) using a FA2004A electronic 
balance (BS124S, Germany). Each sam-

Table 1. Parameters of the knitting process and knitting schemas.

Mesh 
code Chain notation Warp feed,

mm/rack Knitting schemas

H

GB1: 2-3/2-1/2-3/2-1/1-0/1-2/1-0/1-2// GB1: 2300

GB2: 1-0/1-2/1-0/1-2/2-3/2-1/2-3/2-1// GB2: 2350

D

GB1: 1-0/1-2/2-1/2-3/2-1/1-2// GB1: 2250

GB2: 2-3/2-1/1-2/1-0/1-2/2-1// GB2: 2190

R

GB1: 1-0/1-2/2-1/2-3/2-1/1-2// GB1: 2585

GB2: 2-3/2-1/2-3/1-0/1-2/1-0// GB2: 2530

P

GB1: 1-0/1-2/1-0/2-3/2-1/2-3/4-5/4-3/4-5/ 
3-2/3-4/3-2// GB1: 2585

 

GB2: 4-5/4-3/4-5/3-2/3-4/3-2/1-0/1-2/1-0/ 
2-3/2-1/2-3// GB2: 2490

HL

GB1: 2-3/2-1/2-3/2-1/1-0/1-2/1-0/1-2// GB1: 2700

GB2: 1-0/1-2/1-0/1-2/2-3/2-1/2-3/2-1// GB2: 2700

GB3: 0-0/2-2/0-0/1-1/0-0/3-3/0-0/1-1// GB3: 1150

DL

GB1: 1-0/1-2/2-1/2-3/2-1/1-2// GB1: 2438

GB2: 2-3/2-1/1-2/1-0/1-2/2-1// GB2: 2480

GB3: 2-2/0-0/0-0/3-3/0-0/0-0// GB3: 1600

ple was cut to 100 mm × 100 mm, with 
10 samples for each mesh (n = 10). Re-
sults were reported as the mean ± stand-
ard error of the mean (SEM).

The thickness of each mesh was meas-
ured using a YG141N digital fabric 
thickness tester (Nantong Hongda Ex-
periment Instrument Co., LTD, China) 
in a standard atmosphere (20 ± 2 °C; 
65 ± 2% humidity). Each mesh was test-

ed 10 times at different points on the fab-
ric and reported as mean ± SEM.

The images of six different prototype 
meshes were captured by a stereoscopic 
microscope (CH-2 NIKON, ECLIPSE 
E200, Japan) (Figure 1). Then Image 
J software was utilised to calculate the 
porosity of each mesh. And the pore size 
of each sample was measured via a ver-
nier caliper.
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In this research, the longitudinal direc-
tion is the orientation parallel to the leg 
of the warp knitted loop, and the trans-
verse direction is the orientation perpen-
dicular to the longitudinal direction.

The measurement of flexural rigidity of 
each prototype mesh was based on the 
national standard GB/T18318-2001 (Tex-
tiles-Determination of bending length of 
fabric), utilising the equipment of a LLY-
01B electronic stiffness tester (Laizhou 
Electronic Instrument Co., LTD, China). 
Compared with ISO 9073-7:1995, this 
criterion applies to many more kinds of 
fabrics. In this research, the inclined plane 
flexural rigidity testing method was used 
to evaluate the flexural rigidity of each 
mesh in the longitudinal and transverse di-
rections, as well as the technical face and 
technical back of each mesh. The slope 
angle was 41.5°, and the size of each sam-
ple was 25 mm × 250 mm, with 10 sam-
ples for each situation. Each sample was 
cut parallel or perpendicular to the stitch 
direction of the knitted fabric structure. 
Results were reported as mean ± SEM.

Uniaxial tensile testing
Uniaxial tensile testing was based on the 
national standard of GB/T 3923.1-1997 

(Textiles – Tensile properties of fabrics – 
Part 1: Determination of breaking force 
and elongation at breaking force – Strip 
method), using a HD 026N+ electronic 
fabric strength tester (Nantong Hongda 
Experiment Instrument Co., LTD, China). 
Compared with ISO/DIS 13934.1-94,  
this standard also applies to knitted fabric, 
nonwoven fabric, coated fabric, among 
others. The clamping length was 200 mm, 
the stretching speed 100 mm/min,  
and the pre-tension was 2N. The size 
of each sample was 50 mm × 250 mm, 
cut parallel or perpendicular to the stitch 
direction of the knitted fabric structure. 
Results were reported as mean ± SEM.

Tear resistance testing
Tear resistance testing was based on 
the criterion of GB/T 3917.3-2009 
(Textiles – Tear properties of fabrics – 
Part 3: Determination of tear force of 
trapezoid-shaped test specimens) with 
reference to ISO 9073-4: 1997, Textiles 
– Test methods for nonwovens – Part 4: 
Determination of tear resistance using 
the trapezoidal tearing method to meas-
ure the tear resistance strength of each 
direction of the samples. The apparatus 
used was a HD 026N+ electronic fabric 
strength tester (Nantong Hongda Experi-

ment Instrument Co., LTD, China), with 
a clamping length of 25mm. This test 
was performed at a rate of 100 mm/min, 
with an initial load of 1N until the sample 
tore in half. Each sample was cut parallel 
or perpendicular to the stitch direction of 
the knitted fabric structure. Tear strength 
was recorded as mean ± SEM.

Ball burst testing
Ball burst testing was based on the na-
tional standard of GB/T 19976-2005 
(Textiles – Determination of Bursting 
Strength – Steel Ball Method), using 
a HD 026N+ electronic fabric strength 
tester (Nantong Hongda Experiment In-
strument Co., LTD, China). The main 
technical contents of this standard are for-
mulated by reference to ISO 3303:1990 
“Rubber-or Plastic-coated Fabric-Deter-
mination of Bursting Strength” and EN 
12332-1:1998 “Rubber-or Plastic-coat-
ed Fabric-Determination of Bursting 
Strength – Part 1: Steel Ball Method”, 
with a clamping length of 400mm and 
bursting speed of 100 mm/min. Each 
sample was cut into a round shape with 
a diameter of 60 mm. The diameter of 
the stainless steel ball utilised to burst 
through the mesh was 20 mm. The re-
sults were reported as mean ± SEM.

Suture retention strength testing
Figure 3 shows a schematic illustration 
of suture retention testing. The apparatus 
utilised in this study was a YG (B) 026H-
500 multifunctional medical textiles 
strength tester (Wenzhou Darong Textile 
Instrument Co., LTD, China), with two 
high strength polyester sutures passing 
through the mesh, one about 4 mm to 

Table 2. Mesh thickness, GSM and porosity of meshes investigated in this study.

Mesh type Thickness, mm GSM, g/m2 Porosity, %
H 0.576±0.003 40.26±0.69 75.90±2.70
HL 0.655±0.009 53.47±0.31 63.38±1.12
D 0.571±0.014 42.47±1.28 76.53±3.02
DL 0.577±0.013 53.25±1.00 65.7±2.73
R 0.559±0.005 46.78±0.75 73.21±1.09
P 0.545±0.017 46.16±1.35 73.21±1.09

Going up

Upper grip

Lower grip

Polyester sutures

Figure 3. Schematic illustration of suture retention strength testing.
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Figure 5. Structure samples of warp knitted fabric: a) technical face with open loops and closed loops; the arrow indicates loop legs.,  
b) technical back, all closed loops; the arrow indicates the underlap.

the upper edge of the mesh, and the oth-
er one about 4 mm to the lower edge of 
the mesh. Then the suture on the upper 
edge of the mesh went up with a speed of  
100 mm/min until the suture pulled 
through the mesh. Each sample was 
cut parallel or perpendicular to the 
stitch direction of the knitted fabric 
structure. The size of each sample was 
50 mm × 50 mm. Both the longitudinal 
direction and transverse direction of the 
meshes were tested and recorded as mean 
± SEM.

Statistical analysis
A one-way analysis of variance (ANO-
VA) was performed using Minitab soft-
ware (version 17), followed by Tukey’s 
post-test. A Pearson correlation test was 
performed to examine whether the phys-
ical characterisation (thickness, GSM, 
or porosity) of the meshes correlated 
to the physico-mechanical properties. 
Correlations were defined as strong 
(r = 0.7 – 1.0), mild (r = 0.4 – 0.7), or 
weak (r = 0.2 – 0.4). The statistical sig-
nificance was set at the p < 0.05 level, 
and all results were reported as the mean 
± standard error of the mean.

 Results and discussion
Physical characterisation testing
The mesh thickness, GSM and porosity 
are presented in Table 2. Mesh R and 
mesh P presented almost the same thick-
ness, GSM and porosity. Similarly mesh-
es HL and DL also had nearly the same 
physical characterisation. As we can see, 
meshes HL and DL exhibited very high 
GSM, both above 53 g/m2, and very low 
porosity.

Structural parameters play a vital role in 
the properties of meshes. The pore size of 
the meshes has the greatest significant im-
pact on the wound healing process [17, 18].  
According to Cobb W et al. [5] and Gon-
zalez R et al. [19], porosity is a critical 
factor to control fibrosis,and the mesh 
pore size must be around or larger than  
1-1.5 mm. If the pore size is too small, 
there is a risk of bacterial penetration 
without gaining access to the immune 
competent cells. Besides meshes with 
a large pore size show lower granuloma 
formation and less foreign-body reaction 
than the small pore size meshes [20]. 
These six kinds of meshes all possess 
a large pore size of more than 3 mm, 
which will be enough for the immune 
competent cells to get through. But with 
different textile structures, they exhibit 
various mechanical properties.

Deeken et al. [7] researched nine com-
mercially used meshes for inguinal her-
nia repair and made a classification of 
meshes. According to their study, all the 
six prototype meshes in this research had 
a very large area of interstices (greater 
than 2,000 μm, Figure 1), and belonged 
to the “Thin” group in thickness. While 
meshes HL and DL presented thicker and 
heavier characterisation and lower poros-
ity mainly due to their additional third 
inlays, which appeared in the middle 
of the mesh pore. They belonged to the 
“Medium-weight” (50-90 g/m2) group in 
GSM, and the other four prototype mesh-
es to the “Light-weight” (35-50 g/m2)  
group. But compared with the clinical-
ly available uncoated polypropylene 
hernia meshes: BardMesh (Davol, Inc), 
PROLENE (Ethicon, Inc), and ProLite 
(AtriumMedical Corp), the six kinds of 

meshes fabricated herein are all lighter 
than them, and their GSM are of the same 
level as for ProLite Ultra (Atrium Medi-
cal Corp)(density = 50.11 ± 0.5 g/m2) [7]. 
While the thickness of ProLite 
(0.47 ± 0.008 mm) and ProLite Ul-
tra (0.39 ± 0.028 mm) is thinner than 
that of the six meshes manufactured 
herein, that of BardMesh is thicker 
(0.73 ± 0.006 mm). The six kinds of 
meshes have almost the same thickness 
as PROLENE (0.53 ± 0.007 mm) [7].

Flexural rigidity reflects the soft degree 
of fabric, and it can, to some extent, rep-
resent the sense of the foreign-body reac-
tion of hernia repair mesh implanted in 
a patient’s body. As shown in Figure 4, 
each prototype mesh exhibited greater 
flexural rigidity of the technical back 
than the technical face in the same direc-
tion. Fabric take-up is always rolling the 
cloth from the technical face to the tech-
nical back during the knitting process, 
which causes the technical face to bend 
more easily than the technical back.

All of these meshes exhibited greater 
flexural rigidity of the same technical 
surface in the longitudinal direction than 
in the transverse direction. The needle 
loop is located between the loop legs and 
underlap, and hence will affect the bend-
ing rigidity of both the technical face 
and technical back. The difference that 
occurred may be due to the arrangement 
direction of the loop legs and underlap. 
There are only loop legs on the techni-
cal face, as shown in Figure 5.a, and the 
legs are mostly aligned in the longitudi-
nal direction; thus the longitudinal direc-
tion’s flexural rigidity is larger than for 
the transverse direction, except for mesh-

 

 

mesh D exhibited extremely high flexural rigidity of the technical back in the longitudinal 

direction, which meant mesh D possessed hard handfeel along the longitudinal direction in the 

technical back. Mesh H exhibited the lowest flexural rigidity of the technical face and technical 

back in the longitudinal and transverse direction, and as a result, it had a softer handfeel than the 

others. Therefore it’s necessary to distinguish the technical back or face and the longitudinal or 

transverse direction when cutting the meshes. 

(a) technical face 

 

(b) technical back 

 

 

Fig. 5 Structure samples of warp knitted fabric. (a) Technical face with open loops and close loops, the arrow 

indicates loop legs. (b) Technical back, all close loops, the arrow indicates underlap. 

 

3.2.   Uniaxial tensile testing 

The strength of each mesh varied widely (Fig. 6), but they all exhibited greater longitudinal 

strength than the transverse strength. The longitudinal direction is parallel to the leg of the warp 

knitted loop. When pull in the longitudinal direction, it’s the leg of the loop and the cross points of 

the sinker loop and needle loop mainly bear the load. On the contrary, it’s the sinker loop, needle 

loop, the underlap and their cross points bear the load when stretched in the transverse direction. 

As is said above, legs in the longitudinal direction are more uniform, so the strength of this 

direction is larger. Mesh DL and HL exhibited excellent tensile properties of the perpendicular 

axes, and it was significantly higher than the strength of mesh H and D, respectively. For mesh H, 

a) b)
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Table 3. Pearson correlations.

Physical  
character

Ball burst 
strength

Uniaxial tensile strength Tear resistance Suture retention strength
transverse longitudinal transverse longitudinal transverse longitudinal

Thickness 0.729 0.115 0.702 -0.363 0.389 0.270 0.228

GSM 0.609 0.324 0.550 -0.411 0.167 0.218 0.653
Porosity -0.686 -0.189 -0.720 0.493 -0.223 -0.265 -0.630

es R and P, which was almost the same 
in the perpendicular directions. While 
on the technical back, as shown in Fig-
ure 5.b, the underlap arrangement of the 
structure with only closed loops is more 
uniform than that with both open loops 
and closed loops. Therefore we can infer 
that the fewer open loops a fabric has, the 
higher its transverse flexural rigidity will 
be. The ratio of the open loop number to 
closed loop number of meshes R and P is 
smaller than for meshes H and D, hence 
their transverse flexural rigidity is larger 
than for meshes R and P. Meanwhile the 
gap between the longitudinal and trans-
verse flexural rigidity of meshes R and P 
is narrowed. 

The flexural rigidity of mesh HL and 
mesh DL in the technical face and back as 
well as in the longitudinal and transverse 
directions was not significantly different, 
meaning that meshes DL and HL had the 
same softness in the same technical face 
or direction as for meshes R and P. While 
mesh D exhibited extremely high flexural 
rigidity of the technical back in the lon-
gitudinal direction, which meant mesh D 
possessed a hard handfeel along the lon-
gitudinal direction in the technical back. 
Mesh H exhibited the lowest flexural ri-
gidity of the technical face and technical 
back in the longitudinal and transverse 

directions, and as a result it had a soft-
er handfeel than the others. Therefore it 
is necessary to distinguish the technical 
back or face and the longitudinal or trans-
verse direction when cutting the meshes.

Uniaxial tensile testing
The strength of each mesh varied widely 
(Figure 6), but they all exhibited great-
er longitudinal strength than transverse 
strength. The longitudinal direction is 
parallel to the leg of the warp knitted 
loop. When pulled in the longitudinal di-
rection, it is the leg of the loop and cross 
points of the sinker loop and needle loop 
that mainly bear the load. On the con-
trary, it is the sinker loop, needle loop, 
underlap and their cross points that bear 
the load when stretched in the transverse 
direction. As stated above, legs in the 
longitudinal direction are more uniform, 
and thus the strength of this direction is 
larger. Meshes DL and HL exhibited ex-
cellent tensile properties of the perpen-
dicular axes, significantly higher than for 
meshes H and D, respectively. For mesh-
es H, D, R and P, the transverse tensile 
strength was markedly different. Due to 
the relatively uniform underlap of mesh 
R, with no open loops in its structure, it 
showed significantly higher transverse 
strength than the other three kinds of 
meshes. While the longitudinal tensile 

strength of meshes H, D, and P did not 
have that much difference, mesh R dis-
played significantly lower longitudinal 
strength than the other meshes. Never-
theless mesh R was the least anisotropic 
mesh, without a marked difference in the 
two perpendicular directions, as a result 
of a nearly consistent number of mono-
filaments and stretch conditions. As for 
mesh with and without additional in-
lays (meshes H & HL and meshes D & 
DL), the third inlays added cross points 
among the monofilaments, as a result 
of which increasing the frictional force 
when stretched; consequently the tensile 
strength of mesh HL and mesh DL were 
larger than for meshes H and D. Tensile 
strength is closely associated with fabric 
density and the structure of fabrics; the 
more cross points there are, the larger 
tensile strength is.

Tear resistance testing
The tear resistance strength of the lon-
gitudinal direction of the six prototype 
meshes in this study had no significant 
differences (Figure 7), all about 30 N, 
which was enough for hernia repair 
(≥ 20N) [7]. However, in the transverse 
direction, meshes R and P exhibited 
much greater tear resistance than the oth-
er prototype meshes, 51.3 ± 3.37 N and 
42.09 ± 3.09 N, respectively. While mesh 
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DL possessed very low transverse tear 
resistance, namely 12.93 ± 2.44 N, and 
was not appropriate for hernia repair (at 
least for larger than 20N) [7]. In fact, as 
shown in Figure 1, the textile structure 
of mesh DL was not as tight as the oth-
ers. As a result, there were not sufficient 
monofilaments bearing the load when 
torn. Meshes H, HL and D exhibited 
nearly the same tear resistance in the two 
orthogonal directions.

We can find that the transverse tensile 
strength and tear resistance strength 
show a contrast to the ratio of open loops 
and closed loop number of meshes H, D, 
P and R. Namely mesh R displays the 
highest strength and mesh D the lowest 
in these two aspects, and meshes P and H 
are moderate. We can infer that the ratio 
of open loops to closed loops in the tex-
tile structure do have a significant effect 
on its physico-mechanical properties.

Ball burst testing
The ball burst strength (Figure 8) of 
mesh HL was significantly higher than 
for meshes H, D, R and P, but had no sig-
nificant differences from mesh DL, main-
ly due to its third additional inlay. And 
mesh DL had no significant differences 
from meshes H, D, R and P.

The ball used in this study to test its 
burst strength was about 2 cm in diame-
ter. Mesh HL exhibited a high ball burst 
tensile strength, about 300 N on average. 
But the ball burst strength of mesh DL 
was moderate, about 265 N; the other 
four kinds of meshes were about 240 N 
on average. When the ball pushes up, the 
mesh bears forces from multiple direc-

tions, and it tears from the weakest point. 
Knitted fabrics usually have good ball 
burst strength due to their higher elon-
gation and better isotropic than woven 
fabrics. This test shows us that the ball 
burst strength can be improved by adding 
inlays to the structure. Besides fabrics 
with thicker yarn or higher density also 
have better ball burst strength.

Suture retention strength testing
Six kinds of mesh represented nearly 
the same suture retention strength in the 
longitudinal direction, except mesh DL, 
which was significantly higher than the 
other meshes, about 44 N on average 
(Figure 9). While in the transverse di-
rection, there were significant differences 
among the six kinds of meshes. The pen-
tagon shaped mesh (P) and hexagon 
shaped mesh with inlay monofilament 
(HL) had significantly great suture reten-
tion strength, namely 38.75 ± 2.97 N and 
38.33 ± 4.85 N, respectively. And the dia-
mond shaped mesh (D) exhibited the low-
est suture retention strength in the trans-
verse direction, namely 28.9 ± 3.37 N. 
Others were moderate and meshes HL, 
D and R represented less anisotropy. 
The six kinds of meshes all possessed 
suture retention strengths much larger 
than the 20 N that hernia repair requires 
in the two directions [7], and hence they 
all meet hernia repair demands in suture 
retention strength. 

Pearson correlation testing
A pearson correlation test showed that, 
as shown in Table 3, there was a strong 
relation between mesh thickness and 
mesh ball burst strength (p < 0.001) as 
well as between mesh thickness and ten-

sile strength in the longitudinal direction 
(p < 0.001), while mesh thickness was 
weakly related to the other physico-me-
chanical properties (p < 0.001). Com-
pared with thickness, mesh porosity had 
a weak correlation with the ball burst 
strength of the mesh (p < 0.001) and 
tear resistance in the transverse direction 
(p = 0.006) and with the suture retention 
strength in the longitudinal direction 
(p < 0.001). It also had a strong relation 
with the tensile strength in the longitu-
dinal direction (p < 0.001). While a mild 
correlation was found between GSM and 
the ball burst strength (p < 0.001), GSM 
and tensile strength in the longitudinal 
direction (p < 0.001), and GSM and su-
ture retention strength in the longitudinal 
direction (p < 0.001). And it seems that 
the tear resistance in both directions had 
a weak or even no pearson correlation 
with these three physical parameters, 
which may be related to the diameter of 
the monofilaments or the mesh textile 
structures.

 Conclusions
This study fabricated and characterised 
the physico-mechanical properties of 
six kinds of macro porous warp knit-
ted meshes, four a with different pore 
shape and two with inlays. The perfor-
mances of these meshes tested meet the 
requirements of hernia repair, except 
mesh DL, whose tear resistance strength 
(12.93 ± 2.44 N in the transverse direc-
tion) was not sufficient. Overall uniform 
textile structures are expected to result in 
less anisotropy, and meshes with inlays, 
to some extent, possess higher mechani-
cal properties. Moreover a change in the 
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filament diameter accompanies changes 
in flexual rigidity and other performanc-
es. Thus the filament diameter is also an 
important technical parameter to deter-
mine when knitting meshes. In addition 
to the monofilament diameter, the ratio 
of the open loop number to the closed 
loop number in a weave repetition is also 
a critical factor to consider when design-
ing mesh textile structures. Additional 
studies considering their in vivo proper-
ties may further tell us the relationship 
between textile structures and their per-
formances.

Acknowledgements
The authors would like to thank Lei Zhang 
of Changzhou Runyuan Medical Supplies 
Technology Co., LTD for providing technical 
help. This work was supported by the Nation-
al Key Research and Development Program 
of China [grant numbers 2016YFB0303303], 
and the National Natural Science Founda-
tion of China (NSFC 11472077).

References
 1.	 Bilsel	Y,	Abci	I.	The	search	for	ideal	her-

nia repair; mesh materials and types. Int 
J Surg. 2012; 10: 317-21.

 2.	 Klosterhalfen	B,	Junge	K,	Klinge	U.	The	
lightweight and large porous mesh con-
cept for hernia repair. Expert Review of 
Medical Devices 2005; 2: 103-17.

 3.	 Lefranc	O,	Bayon	Y,	Montanari	S,	Grav-
agna P, Thérin M. Reinforcement Mate-
rials	 in	Soft	Tissue	Repair:	Key	Param-
eters Controlling Tolerance and Perfor-
mance – Current and Future Trends in 
Mesh Development 2010.

 4.	 Lambertz	 A,	 Hil	 LCLVD,	 Schöb	 DS,	
Binnebösel	M,	Kroh	A,	Klinge	U,	 et	 al.	
Analysis	of	adhesion	formation	of	a	new	
elastic thermoplastic polyurethane 
(TPU) mesh in comparison to polypro-
pylene	 (PP)	meshes	 in	 IPOM	 position.	
Journal of the Mechanical Behavior of 
Biomedical Materials 2015; 53: 366-72.

 5.	 Cobb	 WS,	 Kercher	 KW,	 Heniford	 BT.	
The argument for lightweight polypro-
pylene mesh in hernia repair. Surgical 
Innovation 2005; 12: 63.

 6.	Weyhe	D,	Cobb	W,	Lecuivre	J,	Alves	A,	
Ladet S, Lomanto D, et al. Large pore 
size	and	controlled	mesh	elongation	are	
relevant predictors for mesh integration 
quality and low shrinkage--Systematic 
analysis of key parameters of meshes 
in a novel minipig hernia model. Interna-
tional Journal of Surgery 2015; 22: 46.

 7.	 Deeken	 CR,	 Abdo	 MS,	 Frisella	 MM,	
Matthews BD. Physicomechanical 
evaluation of polypropylene, polyester, 
and	polytetrafluoroethylene	meshes	 for	
inguinal hernia repair. Journal of the 
American College of Surgeons 2011; 
212: 68-79.

 8.	 Deeken	CR,	Jr	TD,	Castile	RM,	Lake	SP.	
Biaxial analysis of synthetic scaffolds for 
hernia repair demonstrates variability in 
mechanical anisotropy, non-linearity and 
hysteresis. Journal of the Mechanical 
Behavior of Biomedical Materials 2014; 
38: 6.

 9.	 Li	X,	Kruger	JA,	Jor	JWY,	Wong	V,	Di-
etz	HP,	Nash	MP,	 et	 al.	Characterizing	
the ex vivo mechanical properties of 
synthetic polypropylene surgical mesh. 
Journal of the Mechanical Behavior of 
Biomedical Materials 2014; 37: 48-55.

10.	Gaoming	 J,	 Xuhong	 M,	 Dajun	 L.	 Pro-
cess of warp knitting mesh for hernia 
repair and its mechanical properties. FI-
BRES & TEXTILES in Eastern Europe 
2005; 13, 3(51):44-46.

11.	 Zhu	 LM,	 Schuster	 P,	 Klinge	 U.	 Mesh	
implants:	 An	 overview	 of	 crucial	 mesh	
parameters.	World	J	Gastrointest	Surg.	
2015; 7: 226-36.

12.	Medén-Britth	G,	Rådegran	K.	Ultra-Light	
Knitted	 Structures	 for	 Application	 in	
Urologinecology and General Surgery 
–	Optimization	Of	Structure.	Journal of 
Food Process Engineering 2011; 33: 
861-82.

13.	Zhao	S,	Li	Q,	Miao	X,	Ma	P.	Design	and	
development of warp knitting hernia 
mesh. Technical Textiles 2014.

14.	Ciobanu	 AR,	 Ciobanu	 L,	 Dumitras	 C,	
Sârghie	B.	Comparative	Analysis	of	the	
Bursting	 Strength	 of	 Knitted	 Sandwich	
Fabrics. FIBRES & TEXTILES in East-
ern Europe 2016; 24, 2(116): 95-101. 
DOI:	10.5604/12303666.1191432.

15.	Havlová	 M,	 Špánková	 J.	 Porosity	 of	
Knitted	 Fabrics	 in	 the	 Aspect	 of	 Air	
Permeability-Discussion of Selected 
Assumptions.	 FIBRES & TEXTILES in 
Eastern Europe. 2017; 25, 3(123): 86-
91.	DOI:	10.5604/01.3001.0010.1695.

16.	Liu	YY,	Chen	NL.	Effect	of	Heat-Setting	
on Structural Parameters and Mechani-
cal	Properties	of	PP	Monofilament	Her-
nia Patch. Journal of Donghua Universi-
ty (English Edition). 2014;31:654-8.

17.	Klinge	U,	 Klosterhalfen	B,	Öttinger	AP,	
Junge	 K,	 Schumpelick	 V.	 PVDF	 as	
a new polymer for the construction of 
surgical meshes. Biomaterials 2002; 23: 
3487.

18.	Jr	 SW.	 Alloplasts	 and	 biointegration.	
Journal of Endourology 2000; 14: 9-17.

19.	Gonzalez	R,	Fugate	K,	Iii	MC,	Ritter	EM,	
Lederman	A,	Dillehay	D,	et	al.	Relation-
ship	Between	Tissue	Ingrowth	and	Mesh	
Contraction. World Journal of Surgery 
2005; 29: 1038.

20.	Conze	J,	Rosch	R,	Klinge	U,	Weiss	C,	
Anurov	M,	Titkowa	S,	et	al.	Polypropyl-
ene in the intra-abdominal position: in-
fluence	 of	 pore	 size	 and	 surface	 area.	
Hernia: The Journal of Hernias and Ab-
dominal Wall Surgery 2004; 8: 365-72.

 Received 14.02.2017 Reviewed 13.07.2017

63FIBRES & TEXTILES in Eastern Europe  2013, Vol. 21, No.  6(102)

Received 27.09.2012         Reviewed 28.04.2013

fluenced the results of electrical measure-
ment.

Acknowledgements 
I would like to extend my gratitude to Fibre-
inoks A.S. for providing weft yarns containing 
metal yarns, to MENSA A.S. for weaving 
the fabrics, to the Turkish Standart Enstitute 
(TSE) Ankara Electric Laboratory for making 
it possible to carry out the fabric tests in 
their laboratory, and to the Central Research 
Laboratory at Mustafa Kemal University In-
stitute of Science for the SEM photographs 
of the fabrics

References
1. Bedeloglu Çelik A, Sünter N, Bozkurt Y. 

Electrically Conductive Textiles, Produc-
tion Methods and Usage Areas. Tekstil 
ve Mühendis 2010; 79: 7-17.

2. Palamutcu S, Dağ N. Functional Textiles 
I: Electromagnetic Shielding Purposed 
Textile Surfaces. Electronic Journal of 
Textile Technologies 2009; 3, 1: 87-101.

3. Anderson K, Seyam AM. The Road to 
true Wearable Electronics. JTATM 2002; 
2, 2: 1-20.

4. Bonaldi RR, Siores E, Shah T. Electro-
magnetic Shielding Characterisation of 
Several Conductive Fabrics for Medical 
Applications. Journal of Fiber Bioengi-
neering and Informatics 2010; 2, 4: 237-
245. 

5. Rocha AM. Development of Textile 
Based High Tech Products: The New 
Challenge. Wearable E-Health Systems 
For Personalised Health Management.  
Editors: Lymeis, A., Rossi, D., IOS 
Press: 330-334, 2004.

6. Cheng IC, Wagner S. Overwiew of flex-
ible electronics Technology.  Eds. Wong 
WS, Salleo A. Electronic Materials: Sci-
ence & Technology- Flexible Electron-
ics: Materials and Applications Springer, 
200.

7. Kiekens P, Jayaraman S. Intelligent Tex-
tiles and Cloting for Ballistic and NBC  
Protection, 2011.

8. Jones R. The future of nanotechnology. 
Physics World 2004; 17, 8: 25-29.

9. http://www.ht-metalfiber.com/en/prod-
uct/content_8767.html (accessed 
17.05.2012).

10. Anonymous, 2011. Processing and fin-
ishing of Polymeric Materials, John 
Wiley & Sons Inc (2), 1488 pages.

11. Desai AA. Metallic fibres. http://www.fi-
bre2fashion.com/industry-article/3/213/
metallic-fibres13.asp, 18 pages (ac-
cessed 08.04.2012).

12. Weber W, Rabaey JM, Aarts EHL. Am-
bient Intelligence. Springer, 375 pages 
2005.

13. Wang X, Xu W, Li W, Cui W. Study on 
the Electrical Resistance of Textiles un-
der Wet Condition. 2009 79: 753-760.

14. Neelakandan R, Madhusoothanan M. 
Electrical Resistivity Studies on Polyani-
line Coated Polyester Fabrics. Journal 
of Engineered Fibers and Fabrics 2010;  
5, 3: 25-29.

15. Kumar NM, Thilagavathi G. Develop-
ment and characterization of electrically 
conductive polyaniline coated fabrics. 
Indian Journal of Chemical 2012: 434-
441.

16. Varesano A, Tonin C. Improving Electri-
cal Performances of Wool Textiles: Syn-
thesis of Conducting Polypyrrole on the 
Fiber Surface. 2011; 78, 12:110-115.

17. Abbasi AMR, Mangat MM, Baheti V, 
Militky J. Thermal Properties of Cotton 
Fabric Coated with Polypyrrole. Journal 
of Bioengineering & Informatics 2012; 5, 
2: 163-168. 

18. Gutiérrez M, Li H, Patton J. Thin Film 
Surface Resistivity. In partial fulfillment 
of course requirements for Mate210 Ex-
perimental Methods in Materials Engi-
neering. 2002, 24pages,http://www.sjsu.
edu./faculty/selvaduray/page/papers/
mate210/thinfilm.pdf.

19. Liu K, Sun Y, Zhou R, Zhu H, Wang J, 
Lu L, Fan S, Jiany K. Carbon nanotube 
yarns with high tensile strength made by 
a twisting shrinking method. Nanotech-
nology 2010;  21: 1-7.

20. Protective clothing - Electrostatic prop-
erties - Part 1: Test method for meas-
urement of surface resistivity. Turkish 
Standard Institute, 13 pages. TS EN 
1149-1 , 1999.

21. Protective clothing - Electrostatic prop-
erties - Part 2: Test method for measure-
ment of the electrical resistance through 
a material (vertical resistance). Turk-
ish Standard Institute, 9 pages. TS EN 
1149-2,  2000.

22. Glasziou PP, Del Mar C, Salisbury J. Ev-
idence Based Practice Workbook. 2nd 
Ed., Blackwell Publishing, 202 pages, 
2009.

23. Velten K. Mathematical Modeling and 
Simulation. Wiley-VCH, 348 pages, 
2009.

24. Freund RJ, Wilson WJ, Sa P. Regres-
sion Analysis- Statistical Modeling of a 
Response Variable. 2nd Ed., Elsevier, 
459 pages, 2006.

25. Giles HF Jr., Wagner JR Jr., Mount EM. 
III. Extrusion: The Definitive Processing 
Guide and Handbook. 3rd Ed. William 
Andrew Inc., 542 pages, 2007.

26. Anonymous. “Electrical Magnetic Prop-
erties of Metals”. ASM International Ma-
terials Properties Database Committee, 
2000; 285 pages.

27. Boctor SA. “Electric Circuit Analysis”, 
Prentice-Hall 1987; 847 pages.

Institute of Biopolymers  
and Chemical Fibres

Multifilament Chitosan 

Yarn

The Institute of Bioploymers and 
Chemical Fibres is in possession 
of the know- how and equipment to 
start the production of continuous 
chitosan fibres on an extended 
lab scale. The Institute is highly 
experienced in the wet – spinning 
of polysaccharides, especially 
chitosan. The  Fibres from Natural 
Polymers department, run by  
Dr Dariusz Wawro, has elaborated 
a proprietary environmently-
friendly method of producing 
continuous chitosan fibres with 
bobbins wound on in a form 
suitable for textile processing and 
medical application.

We are ready, in cooperation 
with our customers, to conduct 
investigations aimed at the 
preparation of staple and 
continuous chitosan fibres tailored 
to specific needs in preparing non-
woven and knit fabrics.

We presently offer a number of 
chitosan yarns with a variety of 
mechanical properties, and with 
single filaments in the range of 3.0 
to 6.0 dtex.

The fibres offer new potential 
uses in medical products like 
dressing, implants and cell growth 
media.

For more information please contact: 
Dariusz Wawro Ph.D., D. Sc., Eng 

Instytut Biopolimerów i Włókien Chemicznych         
ul. Skłodowskiej-Curie 19/27;  

90-570 Łódź, Poland;         
Phone: (48-42) 638-03-68, Fax: (48-42) 637-65-01

E-mail: dariusz.wawro@ibwch.lodz.pl 

Multifilament chitosan yarn


